






14) Replacing a (damaged) panel.
The Uniclic X system now makes it easy to replace a damaged panel in the middle of the room 
without having to pull up the whole floor. Thanks to the Uniclic X system all you have to do is 
remove and reinstall a single row, containing the damaged panel.

Just follow the instructions:

1. Remove the skirtings on the A&B sides of the room (figure 14.1).

2. Find the grooved side of the panel you wish to replace. You’ll recognise it by the sawn-off 
sides.

3. Sit on the groove side of the panel you wish to replace (= surface O2) (figure 14.2). Place 
two suction lifters on the row in front of the row containing the damaged panel, as close to 
the longside joint as possible. It is easy to take up a row measuring up to 4-5 metres (160-
200”) as described in the following steps. For longer sections it’s preferable to work with 
two people. Make sure that you never place the suction lifters on a joint, as that will 
diminish the suction power. If at all possible, move all the furniture in the room to the 
tongue-side of the panel you want to replace (area O1).

4. Hold the suction lifters and describe a gentle rotating motion while pulling the suction lifters
towards you. Do this slowly in a single motion. The row containing the damaged panel will 
click out of the installed surface O1 (figure 14.3). While you use a suction lifter to elevate 
the rows, you will be able to click the panel you want to replace out of the row (figure 
14.4).

5. Now rotate back the row on which you have placed the suction lifters in the installed 
surface O2 (figure 14.5).

6. You are now ready to insert the panels back between the two installed surfaces O1 and O2, 
one at a time. Take a new panel to replace the damaged one.

7. Sit on the other side of the open row on surface O1 and click panel X into row Y (figure 
14.6).

8. (A) Place a suction lifter on panel X, centrally along the length but as close to the long-side 
groove as possible. Place a second suction lifter, two rows farther in such a way that the 
suction lifters are as far apart as possible while remaining within reach (figure 14.7) (B). 
Now describe a rotating motion with the first suction lifter so that the panel stands at an 
angle. Hold the panel in this position while you click in the tongue of panel X while pulling 
the joint firmly together with the second suction lifter. Now release the panel gently and 
the panels will click together (figure 14.7).

9. Place spacers between the wall and the panel of the row that you are inserting.

10. Place a heavy object on panel X, as close to the wall as possible. This prevents the panel 
from clicking loose while you’re still busy (figure 14.8).

11. Now click the second panel (Z) into row Y about 1 cm from panel X (figure 14.9) Place the 
first suction lifter on panel Z, as close as possible to the long-side groove and the traverse 
position. Place a second suction lifter, two rows farther in such a way that the suction lifters 
are as far apart as possible while remaining within reach (figure 14.10). Continue with step 
8B on panel Z.

12. Now tap firmly together the short-side joint between the two panels using a tapping block 
and hammer (figure 14.11)

13. Repeat the process until the whole row has been inserted. You will have to use a crowbar 
and hammer for the last panel to close the short-side joint.

14. Remove the spacers.



15. Put back the skirtings on the A&B sides of the room.




